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DESCRIPTION 
 
DETAFLEX 6000  is an elastic, one-component 
moisture curing polyurethane adhesive sealant.  
DETAFLEX 6000  has a good resistance to high and 
low temperatures (- 40°C to + 80°C) and ageing. 
 

APPLICATION  
 
DETAFLEX 6000  is ideally suited for automobile 
industry, more specifically for screen-windows. 
 

PROCESSING TEMPERATURE 
 
Between + 5°C up and + 40°C 
 

SURFACES 
 
All surfaces need to be dry, clean and free from dust 
or grease. When necessary, degrease DL 1001, MEK 
or  ethanol. For windscreen replacement remove all 
previous sealant before a new sealant application. 
It is essential to use DETAFLEX 6000  in combination 
with  primer DL 2001 black. It is always 
recommended that adhesion test be carried out to 
determine suitability.  
 

CLEANER – PRIMER 
 

 colour  drying time  
Primer 

DL 2001 
Black  ± 20 min 

 
The glass is to be cleaned initially with DL 2001. After 
the primer has dried, apply DETAFLEX 6000  with a 
hand- or air pressure pistol. Both parts should be 
pressed together within 15 min. before a skin 
formation. As long as no 90 % of the joints are 
vulcanised a maximum movement of 5 % is admitted. 

 

AVAILABLE COLOURS  
 
Cartridges of 310 ml: black. 
 
Other colours and packing upon request. 
 

LIMITATIONS 
 
This product can only be used for automotive 
windscreen bonding. Good ventilation is important 
during application and vulcanisation of the product. 
 

SHELF LIFE 
 
12 months in unopened packing and kept under cool 
and dry conditions between +5°C and +25°C. 
 

CLEANING 
 
Before vulcanization 
DETAFLEX CLEANER 
 
After vulcanization 
Remove as much as possible mechanically; the 
remainders of the PU sealant with Silicone 
Remover. 
 

PACKING 
 
Aluminium cartridges of 310 ml. 
 

PRECAUTIONS 
 
Harmful.  Contains isocyanate and diisocyanate from 
diphénylmethane, ismomers and homologues. 
May cause sensitization by inhalation.  Avoid contact 
with skin and eyes.  In case of contact with eyes, 
rinse immediately with plenty of water and seek 
medical advice.  After contact with skin, wash 
immediately with plenty of water.  In case of accident 
or if you feel unwell, seek medical advice (show the 
label where possible) 
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TECHNICAL CHARACTERISTICS  
 

Non vulcanised sealant  

Basis Polyurethane 

Vulcanising time Vulcanising through moisture in the air 

Skin forming time (23°C and 50 % R.H.) 45 min. 

Vulcanization speed (23°C and 50 % R.H.) 3 mm/day 

Density (ISO 1183) 1,22 g/ml 

Vulcanized sealant  

shore A Hardness (ISO 868) 55 

Modulus at 100 % elongation (ISO37) >6 N/mm² 

ultimate elongation at break % (ISO37) >700 % 

Temperature resistance -40°C and + 80°C 
 
 
 

 
 
 
 


