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Parabond Glazing 
Paintable glazing sealant 
 
Product: 
Parabond Glazing is a one-component, neutral curing, ready to use elastic adhesive, 
based on Hybrid Polymer, specially developed for paintable glazing joints.  
 
Applications: 
Parabond Glazing bonds without primer on almost all materials occurring in the 
construction industry, such as glass, aluminium, treated wood, PVC, galvanized and 
stainless steel, zinc, copper, natural stone, concrete, brick, cement based cover sheeting, 
volkern, gypsum, glazing, various synthetic materials, etc. Very useful when attaching 
glass to almost all acceptable bases. 
Examples of applications are: 

- Upper sealing of single and double glass in wooden, metal and plastic frames 
- Sealing of connecting joints of window and door frames 
- Sealing of connecting joints in facades and shop fronts 
- Sealing of layered glass 

Parabond Glazing should not be used with: 
- Joints that are exposed to constant submersion under water 
- Joints with a width or depth < 5 mm 
- Swimming pools containing chlorine, with constant submersion under water 
- Not suitable for indoor swimming pools 
- Parabond Glazing is not suitable for joints on PE, PP, PA, Teflon® and 

bitumen: 
- Bitumen: use Paraphalt for this purpose 
- Polycarbonate & Polyacrylate: use Parasilico PL for this purpose 
 

Proper ventilation during processing and during the hardening is important. 
 
Characteristics: 

- Sealing of glazing. 
- Excellent bonding on most building materials. 
- Bonds even on moist bases without the formation of air bubbles. 
- Solvent and isocyanate free. 
- Extremely strong and permanently elastic. 
- Does not cause any corrosion in metal joints. 
- For interior and exterior use. 
- Superior UV-resistance 
- Weather-resistant. 
- Suitable for use with natural stone 
- Compatible with materials used for sealing the edges in double glass: Safe for 

sealing the back 
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- With double glazing, it is advisable to apply black DL 2001 primer. This 

prevents the contact surface between the glass and sealant from being exposed 
to UV-radiation. 

- Suitable for rooms with high humidity 
- Paintable with most water and solvent based paints. Is paintable wet on wet. 

After 48 hours, the surface must be cleaned first before it can be painted. Pre-
testing is necessary. Alkyd paints require an extended drying time. 

 
Processing: 
Base: The base must be fixed and rigid enough. The support does not have to be 
completely dry (may be slightly damp). 
Pre-treatment: The materials to be joined must be clean and free from dust and grease. If 
necessary, degrease using Parasilico Cleaner, MEK, alcohol, or ethanol. For strongly 
absorbent components, it is recommended to use DL-2001 Primer. It is advisable to do 
bonding tests. It is the user’s responsibility to check whether the product is suitable for 
his application. Our technical department could be consulted, if necessary. 
Application of sealant: Parabond Glazing is easy to apply with a hand or pneumatic gun. 
Because a layer forms within 20 minutes, the sealant must be pressed hard against the 
joint edges with a grouting pin or wooden spatula and smoothed down or scraped off 
immediately thereafter. A solution of DL-100 prevents the sealant from sticking to the 
tools. Avoid soap water from entering between the joint’s edge and the sealant (to 
prevent the sealant from peeling off from the edges). 
Removal of surplus adhesive: Any adhesive that may protrude along the edges can be 
removed using a stopping knife. Adhesive residue that has not yet cured, can be 
removed using Parasilico Cleaner. Cured adhesive must be removed mechanically. If 
desired, smooth down using DL 100 or rubber stripper. 
 
Joint dimensions: 
Joint width Joint depth: Allowed deviation 
6 mm. 6 mm ± 1 mm 
8 mm 6 mm ± 1 mm 
10 mm 6-8 mm ± 2 mm 
15 mm 10 mm ± 2 mm 
20 mm 10-12 mm ± 2 mm 
25 mm 15 mm ± 3 mm 
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Technical data: 
 
Basic ingredient: Hybrid Polymer 
Drying system: By means of humidity 
Drying speed: 2,5 to 3 mm/24 hours at 23°C and 50% R.H 
Number of components: 1 
Skin formation: colours: 15 à 20 min. at 23°C and 50% R.H 
Density: colours: ca. 1.56 g/ml (IS0 1183) 
Shore A hardness: colours: 35 (±5) (ISO-868) 
Joint movement capacity: 25% 
Modulus at 100% elongation: colours: 0.250 N/mm² (ISO-8339-40) 
Modulus at break: colours: 0.610 N/mm² (ISO-8339-40) 
Elongation at break: colours: 150% (ISO-8339-40) 
Solvent content: 0% 
Isocyanate content: 0% 
Dry matter content: 100% approx. 
Shear stress: 2.1 N/mm² 
 Colours: 1.362 N/ mm² (DIN 53283) 
Processing temperature: +5°C to +40°C (do not process below +5°C) 
Temperature stability: -40°C to +90°C 
Moisture resistance: Very good 
Frost stability Not sensitive to frost 
 
Packaging & Colour: 
Colours: 
- 25 cartridges of 290 ml per box: white – black – grey – dark brown –  
- 20 sausages of 600 ml per box: white 
 
Storage and stability: 
Keep in a dry and cool place in sealed packing.  
Shelf life is 12 months in sealed packing between +5°C and +25°C. In opened packing 
the shelf life is limited. 
 
Safety: 
Please refer to the safety data sheet available on request. 
 
 
 
Information application: 
DL-Chemicals NV 
Roterijstraat 201-203 
8793 Waregem 
Tel +32 (0)56 62 70 51 
Fax +32 (0)56 60 95 68 
E-mail: info@dl-chem.com 
Internet: http://www.dl-chem.com/ 
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