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Technical characteristics can be changed or adapted. We are not responsible in case of incompleteness. Before usage, one needs to 

ensure that the product is suitable for its application. Therefore, tests are necessary. Our general conditions apply. 
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DESCRIPTION 

 
PARACOL WOOD D3 is a one-component white 
glue on the basis of polyvinyl acetate with 
exceptional adhesion strength and a high water 
resistance. 
 

APPLICATION 

 
PARACOL WOOD D3 can be used on most kinds 
of wood, even exotic, but not on bleeding wood. 
With PARACOL WOOD D3, bonds can be made 
that are conform to the resistance groups D3 
according to DIN 68602, when the glue is applied on 
both sides and when the glue is exposed to the air 
during a short period of time (± 3 minutes). 
The water resistance can be raised by combining 
the glue with a suitable strengthener. 
 

SURFACES 

 
All surfaces need to be dry, clean and free from 
dust of grease. When necessary, degrease with 
Parasilico Cleaner, MEK, alcohol or ethanol.  
It is recommended that adhesion tests be carried 
out to determine the suitability of the product for its 
application. When in doubt, contact our technical 
support service. 
 
 

 

PACKING 

 
250 g - 750 g - 5 kg - 10 kg - 25 kg 
 

PROCESSING TEMPERATURE 

 
> 5°C 
 

SHELF LIFE 

 
12 months in unopened packing in a dry and cool 
place between +5°C and +25°C. 
 

SAFETY 

 
In case of contact with skin : wash with lots of water 
(15 minutes)/shower. In case of contact with skin: 
rinse immediately with plenty of water for 15 
minutes. If you feel unwell,  seek medical advice. 
Please check our security leaflet. 
 
 
 
 
 
 
 
 
 

TECHNICAL CHARACTERISTICS 

 
Solid contents    52 ± 1% 

Density (20°C)   1,09 ± 0,01 g/cm³ 

Minimal temperature for the skin-forming  ± 5°C (DIN 43787) 

Ph 3 

Outlook of the skin   transparent 

Breaking resistance after 5 min  3.3 N/mm² (DIN 53787) 
                               after 15 min  6.2 N/mm² 
                               after 30 min  7.2 N/mm² 

Breaking resistance D3  Norm (after 7 days at 23°C and 50 % R.V.) 15 N/mm² (DIN 53787) 
Breaking resistance D3  Norm (after 7 days at 23°C and 50 % R.V. 
and 4 days immersion in water) 

3 N/mm² (DIN 53787) 

Breaking resistance D3  Norm (after 7 days at 23°C en 50 % R.V. 4 
days immersion in water and 7 days at 23°C and 50 % R.V. 

> 10 N/mm² (DIN 53787) 

Viscosity (broofield spindle 5, 10 RPM) 11.000 mPa.s 

 


